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 1.  GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.

STANDARD TOLERANCE
( UNLESS OTHERWISE SPECIFIED )
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B
±.016 (.4)

1.5 (38.1)
2.0 (50.8)
2.5 (63.5)

4.0 (101.6)
3.5 (88.9)
3.0 (76.2)

5.0 (127.0)
5.5 (139.7)

4.5 (114.3)

6.5 (165.1)
7.0 (177.8)

6.0 (152.4)

3.0 (76.2)

A
±.032 (.8)

PART
NO.

SSD-450 3X

SSD-350
SSD-300
SSD-250

SSD-650
SSD-600
SSD-550
SSD-500
SSD-450

SSD-700
SSD-750
SSD-800

SSD-400

SDC-600

SW=0.075 (1.9)

SDC-800
SDC-750
SDC-700
SDC-650

SDC-400

SDC-550
SDC-500
SDC-450

N/A

SDC-350
SDC-300
SDC-250

SSD-600-102 6.0 (152.4)

SW=0.102 (2.6)

SSD-650-102
SSD-700-102
SSD-750-102
SSD-800-102

6.5 (165.1)

7.5 (190.5)
8.0 (203.2)

7.0 (177.8)

SSD-400-102
N/A

SSD-550-102
SSD-500-102
SSD-450-102

SSD-350-102
SSD-300-102
SSD-250-102

4.0 (101.6)

5.0 (127.0)
4.5 (114.3)
4.5 (114.3)

5.5 (139.7)

3.0 (76.2)
3.5 (88.9)

2.5 (63.5)

 2.  MATERIAL: NYLON 6/6, 94V-2, NATURAL. BIVAR MATERIAL CODE 03-NL. 
BASF ULTRAMID NYLON 6/6 A3K NATURAL. 

TYP.

±0.005

SDC-XXX


